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ENERGY1
Single-phase energy analyzer:
Your life-saving system!

When we receive our energy bill, the first thing we notice is the total amount.

It is very difficult for non-professional people to allocate costs and understand in which way energy is
consumed. Energy1 can help you do this! Just reset the KWh reading in the morning and the instrument
will display the following data when desired:

- OVERALL COST of the energy consumed and

- INSTANT COST referring to 1 hour consumption

The ENERGY1 VIS version is provided with a buzzer that will start sounding when power exceeds its
preset value; to avoid a power interruption, some loads must be disconnected (boiler, washing machine,
etc). The buzzer will stop sounding immediately.

ENERGY1 AL1 with 1 alarm relay can automatically shed one load. The relay will remain energized for
5 minutes.

ENERGY1 AL2 with 2 alarm relays can automatically shed 2 loads. Relays will keep energized for 5
minutes.

Mounted on a 4-module DIN rail, Energy1 is a single-phase analyzer with readings in true RMS value.

DISPLAY ALARM

140 - 260 Vac yes
0-32 Amp yes
0 - 6000 Watt yes
0 -999999 KWh  total consumption yes
0-9999,99 KWh  partial consumption yes
0-9999 € partial cost yes
0-99,99 € instant cost yes
0-300 mA leakage yes
KWh cost can be expressed in € yes

EXAMPLES OF ENERGY 1 APPLICATIONS

Homes, camping sites, residences, marinas and wherever it is necessary to know energy consumption
costs.

One special application is that energy can be delivered on a pre-paid basis:

the instrument is preset for a consumption of 5 € and when this amount is reached, current is cutout.

HOUSEWIVES using dish-washers, washing machines etc. every day are constantly exposed to danger.
In case of malfunction, any discharge to the ground can be fatal.

To avoid this, install:

ENERGY1 + leakage

When leakage exceeds its preset value a buzzer will start sounding to warn of danger.






