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DISPLAYS:

VOLT

AMP

WATT

TOTAL KWH
PARTIAL KWH
PARTIAL COST IN €
INSTANT COST
LEAKAGE MODELS:

ENERGY 1 VIS with Buzzer
ENERGY 1 AL1 with 1 Alarm Relay

ENERGY 1 AL2 with 2 Alarm Relays




All operators should carefully read this manual before installing
and using the instrument.

The instrument dealt with in this manual must be used by properly
trained personnel, only.

All maintenance and fixing operations to be carried out with the open
instrument should be performed by Elcotronic qualified personnel or
by a duly authorized operator.

This instrument has been manufactured and tested in compliance
with IEC348 and VDE411 standards and left the factory under perfect
safety conditions.

If the instrument seems to be unsafe, i.e. as a result of damages
occurred during transit or caused by use, it must be placed out of
order and properly checked by authorized personnel.

Before plugging in the instrument, make sure that operating voltage
and mains voltage are the same value.

When it is necessary to perform maintenance and repair or to replace
parts, disconnect the instrument from all power sources before
opening it.

Make sure that all spare parts used are of the type required and meet
the technical specifications indicated.

WARNING!

Elcotronic srl shall not be held responsible for damages to people or
property caused by improper use of its products or by a use of its
instruments for a purpose which is not the one they have been
designed for.
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